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Installation Instructions 

ZZP ATS 14.4” Rear Big Brake Kit 

ZZ-ATS144RBK 
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Kit Contents:  

 
1 – 17-1053 Brake Pad 

2 – ATS 14.4” Rear Rotors 

1 – CTS-V Passenger Side Rear Caliper 

1 – CTS-V Driver Side Rear Caliper 

1 – CPCK-R4P Caliper Pin Kit 

2 – M10 Banjo Bolts 

4 – Copper Crush Washers 

 

Estimated Installation Time: 1-2 Hours 

 

Installation Difficulty: 3/5 

Some procedures will not be described in full detail. If you run into any installation issues or have trouble 

comprehending any of the procedures, please contact customerservice@zzperformance.com 
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STEP ONE: 
 

 Start with lifting your car and removing the rear 
tires/wheels. This can be done on a lift or on the ground 
with jack stands.  

 

 Now that the tire/wheel is removed, it is time to remove 
the factory caliper using an 18mm socket and ratchet, 
or a simple wrench. Suspend the caliper from the car 
somehow to where it is not ranging directly from the 
brake line. 

STEP THREE: 
 
Now you will need to trim the backing plate to clear the 
larger rotor/caliper. We recommend trimming it along the 
slots that are already there. We used an angle grinder for 
this; however there are many ways of doing this. 

STEP TWO: 
 
Now that the caliper has been removed, it is time to 
remove the rotor. This will take a Torx 30 socket and 
wrench. You can use a pry bar between the wheel studs to 
hold the rotor from tuning while you loosen the bolt.  
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STEP FOUR: 
 
After the ring is removed as shown, 
you will also need to add some extra 
clearance for the caliper. See pictures 
right. We recommend using a die 
grinder.  

STEP FIVE: 
 
Now it is time to assemble the caliper.  First step is to slide both brake pads in through the top of the caliper, then slide 
the caliper pins in as shown.  Push each pad up tight against the caliper pistons, then take the pad clip and slide it 
under one of the pins, then push the other end down and push the other pin in place.  When the pads are in place, the 
clip is in place and centered, and both pins are in place, you can take a hammer and hit the caliper pins fully into place 
until the tips are flush 
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  STEP SEVEN: 
 

 It is time to install the new rotor. Slide it onto the 
studs and use a single lug nut on the rotor so it 
will not fall off while you’re working on it.  
 

 Reuse the factory caliper bracket bots for 
installing the new caliper. Slide the caliper over 
the rotor and torque the bolts to 74 ft/lbs and 25°. 
 

 
 
 
 
 
 
 
If you didn’t purchase stainless brake lines to skip 

step 13. 

STEP NINE: 
 
Then use a 14mm line wrench to loosen the rubber brake 
line from the steel body line. Now you can completely 
remove the line and caliper. Be ready to install the new line 
as fluid will leak out when the stock line is removed, the 
quicker you install the new line, the less fluid will leak out 
and need to be replaced. Have someone watch the master 
cylinder while you are doing this to make sure it never runs 
dry because that would make your bleeding procedure a 
lot more difficult. 

STEP EIGHT: 
 

 Now that the caliper and rotor is installed, it is 
time to move onto the brake line. 

 

 First, use a pair of pliers to remove the brake line 
clip. 
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 STEP TEN: 
 
Take the new stainless brake line and tighten it to the steel body brake line. Make sure to route the line to the new 
caliper in a way that it will not rub on the tire/wheel. You can twist the line 180° when installing it on the caliper to 
curve the line away from the tire. You can also loosen the line at the body side, turn it, and retighten it to change the 
curve of the line. Make sure to reinstall the brake line clip when done tightening the body line. 

STEP ELEVEN: 
 
When you install the line onto the new caliper itself, make 
sure to use a copper washer between the caliper and the 
brake line end, and a copper washer between the banjo bolt 
and the brake line end. 

You are now complete with installing 

your new 14.4” Rear Big Brake Kit, 

Enjoy! 

STEP TWELVE: 
 
Now that the new line is installed and tight between the body 
line and the caliper, rotor is installed, and the caliper has been 
installed and is tight.  You can move onto the other side and 
repeat these steps. 

STEP THIRTEEN: 
 
When both sides are complete, you will need to bleed the 
brakes. 

STEP FOURTEEN: 
 
Remove the brake master cylinder cap and make sure the master cylinder reservoir is full of brake fluid. 

STEP FIFTEEN: 
 
Have someone press the brake pedal down and hold it down, loosen the bleeder screw just enough to release the 
air/fluid, retighten the fitting, and release the brake pedal.  Repeat these steps until you see absolutely NO air bubbles.  
A bleeder bottle will make it easier to see the air bubbles and not leak fluid on the floor/ground.  
 


