
Throttle Body Spacer Install Instructions 

ZZPerformance recommends installation by a qualified professional to avoid any problems 

that may arise from improper installation. 

 

Tools needed: 

 10mm Socket 

 3/8 Extension 

 3/8 Ratchet 

 Flat head screw driver 

 Vice grips 

 5/32 socket on a ¼” ratchet 

1 - Start with a cold engine to avoid burns. 

2 - Remove all wiring to the TB (IAC, MAF, TPS). 

3 - Remove the throttle cable and the cruise control cable. 

4 - Remove the 3 10mm nuts that hold the TB onto the supercharger. If you have a bracket 
on the side of the TB remove that also (5/16 nut). 

5- Remove the 3 studs in the supercharger using a 5/32 socket. (You can also use a pair of 
vice grips if that doesn’t work). 

6 - Replace the factory studs with the supplied studs which are longer, inserting the short 
threaded end into the supercharger. Use the vice grips to tighten them. 

7 - Scrape the old gasket off of the supercharger and the throttle body. 

8 - Clean both surfaces. 

9 - Use the supplied gaskets (one on each side of spacer), these gaskets are made from an 
improved material over stock and will not water soak. They have a larger diameter than 
stock to work with the 72mm bore TB spacer (same size as SC inlet and our stage 1 or 2 
throttle bodies. 

10 - Install the TB spacer on the M90 with the supplied gaskets on each side and then the 
throttle body. 

11 - Hand tighten the nuts down, then go back and torque them down to 89 in/lbs, doing the 
bottom two first then the top. 

12 - Re-connect all the cables to the TB and start the car. 

13 - Check for leaks. 

14 - Check the bolts after 48 hours and re-torque as needed. 


