
 
  

AAddjjuussttaabbllee  TTeennssiioonneerr  IInnssttaallllaattiioonn  

 
Tools Required: T50 Torx Driver, Pry Bar, Metric Socket & Allen Driver Set  
 
Instructions:   

To remove the stock tensioner arm and install your new ZZP tensioner arm the 
supercharger must be unbolted from the intake manifold and repositioned out of the 

way to gain access to the bolt holding the tensioner. Since you are most likely 
installing a smaller pulley at this time, and the supercharger needs to be removed to 
swap pulleys, we suggest you install your new pulley at this time. 

 
• Using a pry bar, pry down on tensioner pulley until you have gained enough slack in 

the serpentine belt to slip it off the supercharger pulley.  
• Unbolt the supercharger from the intake manifold and reposition it enough to gain 

access to the bolt holding the tensioner arm on. 

• Using a T50 driver remove the stock tensioner pulley from the stock tensioner arm. 
(Pry off the plastic cap to access the bolt). 

• Using a T50 driver remove the bolt holding the top of the tensioner shock to the 
stock tensioner arm. 

• Using an Allen driver remove the bolt holding the stock tensioner in place. 

• Install the new Adjustable Tensioner Arm re-using the stock Allen bolt.  
• Attach the top of the stock tensioner shock to one of the three holes provided on the 

new tensioner arm using the stock T50 bolt and a shim washer between the 
tensioner shock and the arm. (See supplied drawing for proper hole selection and 

placement of shim washer). Install the stock tensioner pulley onto the new 
Adjustable Tensioner Arm and snap the plastic cap back into place. 

• Remount the supercharger, reconnecting any hoses or electrical connections that 

may have been disconnected. 
• Reinstall serpentine belt around all pulleys except the supercharger pulley, paying 

careful attention to the bottom crank pulley. Pry down on the tensioner pulley until 
there is enough slack in the belt to slip it back into place over the supercharger 
pulley. 

• You have now completed the installation. Check all bolts for proper torque and 
remove all tools from the engine compartment before starting the vehicle. 

 
CAUTION: USE OF PULLEYS SMALLER THAN 3.10 INCHES IN DIAMETER WILL 
REQUIRE LARGER INJECTORS TO PREVENT ENGINE DAMAGE.   
3.1" recommended for users with 91 octane, 33 or 42# Injectors. 
3.0" requires downpipe, cooler plugs, 42# injectors, and 93 octane. 
2.9" requires larger heat exchanger, dual pass endplate, header/downpipe, 50# or larger injectors, and 
91/92 octane. 
2.8" requires all of the above mods, 60# injectors, and 93+ octane gas. 
2.7" requires all of the above and Stage 1 or larger cams, or E85. 
 



 
 
 

 


