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Installation Instructions 

Cruze Cold Air Intake 

ZZ-CRZCAI 
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Kit Contents:  
 
2 – M5 x 14mm Socket Cap Screws 

1 – 3"/2.25"-90 Degree Silicone Coupler 

1 – Worm Clamp #36 

1 – Cruze Air Box 

1 – 10mm x 30mm Shoulder Bolt 

2 – M8 Stainless Hex Nuts 

1 – Cruze Cold Air Intake Pipe 

1 – ZZP Air Filter 3 

1 – Worm Clamp #48 

Estimated Installation Time: 1 Hour 

 

Installation Difficulty: 2/5 

 

If you have difficulty with this installation or would like a video instruction please email 

customerservice@zzperformance.com 
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STEP ONE:  
 
The first step you will need to do is 
disconnect the MAF Sensor. You do this by 
sliding the orange clip up and then pressing 
the small button under the clip and pulling 
the connector off. 

STEP THREE: 
 
Loosen the 3 7mm stock clamps shown 
to the left. 

STEP TWO: 
 
Disconnect the MAF Connector wiring harness 
from the stock air box, you can do this by either 
removing it from the clip or you can snip the clip 
if you don’t plan on reusing the stock box in the 
future. 
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STEP FOUR: 
 
Now you will go around and remove 
the screws from the top of the air box, 
and disconnect the intake tube from 
the box as well. You should now be 
able to freely pull the top of the box 
off, and remove the stock air filter at 
this time as well. DO NOT discard the 
top of the box. You will need to 
remove the MAF Sensor for use on 
the new Cold Air Intake. 

STEP SIX: 
 
Next step is removing the bottom of the air box. To do this you simple grab the sides of the box and pull directly 
up. The box should pop right out. Make sure to disconnect anything attached to the box. At this time you will 
also want to remove the factory rubber grommets that are attached to the bottom of the factory air box. You will 
need these to install your new ZZP air box.  

STEP FIVE: 
 
Now disconnect the stock intake 
tube from the turbo inlet. At this time 
we suggest putting a rag into your 
turbo inlet to prevent dropping 
anything in it and possibly causing 
damage. Your engine bay should 
now look like the photo. 
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  STEP SEVEN: 
 
Go back to the top of the factory air box and 
remove the factory MAF sensor. Sensor is 
shown in the photo, it is being held in with 2 
Phillips head screws. (+) 

STEP NINE: 
 
Remove the top bolt that is holding the headlight in. 
You will eventually attach the new air box using this 
screw. 

STEP EIGHT: 
 
Install the factory MAF sensor into the 
powder coated pipe that was provided with 
your ZZP cold air intake. The sensor will 
only fit correctly in one direction. Make sure 
to push the sensor down until the gasket is 
seated nicely the use the (2) M4 x 12mm 
socket cap screws provided to tighten it 
down. 
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STEP TEN: 
 
Test fit your new ZZP box using the rubber 
grommets you took off the factory air box. 
The smaller grommet goes near the rear of 
the box and will use the smaller M10 x 
16mm Shoulder Bolt to hold it in. The 
larger grommet and M10 x 30mm Shoulder 
Bolt will be used to hold the bracket near 
the front of the box. Use the 2 M8 
Stainless Hex Nuts to hold the bolts in. 
These are both shown below. Do not 
tighten anything down yet this is just a test 
fit. 
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  STEP THIRTEEN: 
 
After ensuring that the box fits correctly you will then start on 
attaching the silicone coupler to the top of the turbo inlet like the 
picture shown. Use the #36 worm clamp on the turbo inlet end of 
the coupler and the #48 Worm Clamp on the larger end of the 
coupler that attaches to the intake pipe. Do not tighten these 
down yet, just enough to hold them in place.  

STEP FIFTEEN: 
  
Slide the air box over enough to fit the air filter into 
the air box and attach it to the intake pipe. Go 
ahead and tighten it down with the clamp provided 
on the filter. After ensuring that the air filter is 
tightened down to the intake pipe you can then 
slide the air box back into its final position and 
tighten the 2 sets of nuts and bolts that are holding 
the box in place from earlier. You can also reinstall 
the bolt from the top of the headlight and tighten it 
down. 

STEP FOURTEEN: 
 
Slide the intake tube through the hole in the air box 
and then attach the other end to the silicone coupler 
and make it snug. Make sure the pipe is in the same 
direction as shown in the photo. The best way to do 
this is to check that the location of the MAF Sensor is 
in the same location as shown.  
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STEP SIXTEEN: 
 
You can now go back through and tighten all of the clamps that were left snug earlier and also plug the MAF sensor 
harness back in. Make sure that everything is nice and tight and in the correct location. The installation of your new 
ZZPerformance Cruze Cold Air Intake is now complete. Enjoy! 


