
  
  

ZZP 3800 COLD AIR INTAKE 

INSTRUCTIONS 

 

 

Required Tools: 

• ⅜” Socket wrench 

• ¼” Socket wrench (or ⅜” to ¼” adapter) 

• 13mm socket 

• 10mm socket 

• 8mm socket 

• 7mm socket 

• Flathead screw driver 

• Razor blade or knife 

• Side cutters 
 
 
Removal: 

1. Remove driver side diagonal brace with the 13mm socket. 
2. Remove IAT sensor from intake duct.  
3. Using the flathead screwdriver, loosen the hose clamp on the intake duct 

and remove the duct. 
4. Undo the clips on the air box and remove the air filter cover and air filter. 
5. Using the 8mm socket, unbolt the air box from the PCM tray and remove. 
6. Disconnect the battery. 
7. Unbolt the plugs from the PCM using the 7mm socket and remove PCM 

from PCM tray. Pull up on PCM tray to remove. 
 
 
Installation: 

8. Install the three included clip nuts in the three slots where you removed 
the old air box. 

9. Place new air box in the old air box’s location. 
10. Remove three silver dzus fasteners located on top of the new air box. A 

flathead screwdriver will work to remove them. 
11. Install three M6x25 bolts using the 10mm socket located on the bottom of 

the air box.  
12. Insert PCM into new air box. 
13. Reattach the PCM connectors using the 7mm socket. 



14. Attach the intake tube to the air filter using the third hose clamp, tighten 
the intake tube to the air filter. 

15. Install the ZZP filter in the air box. 
16. Test fit the new intake duct and trim to fit.  
17. After trimming the duct to fit, place the two included hose clamps over the 

duct and install on the intake tube and throttle body, tighten the two 
clamps. 

18. Install the IAT sensor into the air box using the housing from the old intake 
tube. (See video) 

19. Install the air box cover using the three dzus fasteners. 
20. Replace drivers’ side diagonal brace.  

 
   Installation is now complete! 

 
 For installation video please visit our YouTube channel at ZZPerformance! 
 
 
Notes: 
 Fits the following applications: 

• 97-2003 Grand Prix (98 needs 99+ coolant overflow) 

• 97-2004 Buick Regal 

• 00-2005 Monte Carlo 
97 and 04+ models need to be trimmed to fit the PCM 

 
 
 

 
 
  

For product questions please contact customer service at: 
 

customerservice@zzperformance.com 


