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Installation Instructions 

LTG Larger Throttle Body 

ZZ-LTGLTBK 
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Kit Contents:  
 
1 – 2.75”/2.5” 90° Silicone Coupler 

1 – 94100-325 T Clamp 

1 – 94100-288 

1 – 1/8NPT Plug 

1 – M6 x 14mm Socket Cap Screw 

1 – Throttle Body MAP Tube 

1 – Throttle Body 

Estimated Installation Time:  

 

Installation Difficulty:  

Some procedures will not be described in full detail. If you run into any installation issues or have trouble 

comprehending any of the procedures, please contact customerservice@zzperformance.com 

 

Tools Needed:  
 

 Flat Head Screw Driver 

 Ratchet 

 Extension 

 10mm Socket 

 11mm Socket (or 7/16”) 

 T20 Bit 

 4mm Allen Wrench 
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STEP ONE: 
 
Start with unplugging the MAF sensor. Slide the red locking 
tab outward, when you hear it click, you can then push in on 
the MAF plug to release the lock and then slide the MAF 
plug off the sensor. 

STEP THREE: 
 
The “cold side” charge pipe is two pieces. It consists of an 
upper and lower pipe; you will be replacing the upper plastic 
pipe. Using a 7mm socket and a ¼” drive ratchet, loosen the 
clamp at the bottom of the plastic upper pipe and remove the 
clamp. 

STEP TWO: 
 
Now you’ll need to unplug the MAP sensor. With a flathead 
screw driver, you will pry between the release handle and the 
MAP plug itself. The plug will slide off as you pry the release 
handle upward. Be careful to not break the plastic. 
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STEP FOUR: 
 
Then using flat head screw driver or something similar, use the 
tool to pry between the pieces and loosen up the silicone to 
plastic pipe connection. 

STEP SIX: 
 
Now that the grey ring has been rotated and the lower pipe connection has been loosened, remove the plastic upper 
pipe.  

STEP FIVE: 
 
Use a flat head screw driver to rotate the grey plastic ring 
counter clockwise (until it clicks) on the throttle body to 
upper charge pipe as shown.  
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  STEP SEVEN: 
 
With a T20 Torx bit, loosen and remove the screw that 
holds the factory MAP sensor in plastic pipe.  

STEP NINE: 
 
Using a ratchet, extension and 10mm socket, loosen 
and remove the 4 throttle body bolts and remove the 
throttle body. 

STEP EIGHT: 
 
Reinstall the MAP sensor in the new ZZP upper 
pipe.  The new pipe comes with a socket cap 
screw for the MAP sensor, use a 4mm Allen 
wrench to tighten the factory MAP sensor in the 
new ZZP pipe.  Assemble the new pipe as shown 
below.  Make sure the hole below the MAP sensor 
is plugged with an Allen set screw, if you want to 
add a boost gauge, simply replace the set screw 
with a NPT to barb fitting. 
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 STEP TEN: 
 
Clean the intake surface, and then install the new ZZP larger throttle body reusing the factory bolts. 

STEP ELEVEN: 
 
Slide the new T-Bolt clamp over the factory silicone lower 
charge pipe, slide the ZZP pipe inside the lower coupler, 
slide the new upper coupler/pipe over the throttle body, 
(make sure it is not rubbing on anything) and tighten all 3 
clamps using a 7/16” or 11mm socket and ratchet. 

STEP TWELVE: 
 
Plug in throttle body and MAP sensor.  
 
You are now complete with your install. Enjoy! 


